
LS44 LS64

Landscape Satellite Overview

Filling your outdoor environment with quality music 
that appears to come from nowhere is now a very real 
expectation. The Landscape Collection includes three 
models of speakers in enclosures that mimic lighting 
fixtures. Hidden away in flower beds and planters or 
placed around the pool or other water features, these 
speakers can fill the entire yard with a sound that 
is sure to enhance every outdoor event from a pool 
party to a wedding reception.

Features
• Unobtrusive Design

The camouflage finish blends perfectly into natural landscape environments.

• Weather Resistant Materials
Backed by our lifetime warranty, all Landscape Series Satellite Speakers are built with 
weather-resistant materials to endure the harshest weather conditions.

• Vast Sonic Dispersion
Each satellite speaker will provide even sound coverage of up to 250 ft2.

• Flexible Installation
All Landscape speakers are switchable between 8ohm and multiple 70v taps.

• Passive Radiator
Both of LS60 models feature a passive radiator on the bottom providing greater bass, which 
means a smoother transition to the subwoofer, while maintaining a sealed enclosure for 
weather resistance.

Landscape Satellite Collection



For all warranty information, please refer to the Origin Acoustics website. 

Due to continuous product improvement, all features and specifications are subject to change without notice.  
Please check www.originacoustics.com for up-to-date product information.

©2014 Origin Acoustics. All copyrighted, trademarked and patented elements mentioned herein are the sole property of Origin Acoustics.

www.orig inacoust ics .com

Model Number LS44 LS64
Part Number OLS4400 OLS6600
Tweeter Dome Titanium Titanium
Tweeter Diameter 0.75” (20mm) 1” (25mm)
Woofer Cone Injection molded polypropylene Injection molded polypropylene
Woofer Diameter 4.5” (114mm) 6” (152mm)
Frequency Response 80Hz - 20KHz ±3dB 60Hz - 20KHz ±3dB
Transformer 70v or 8ohm 70v or 8ohm
Wattage Taps 30w, 15w, 7.5w, 3.75w, 8ohm 50w, 25w, 12.5w, 6.75w, 8ohm
Enclosure PolyComposite, weather and UV resistant enclosure 

Specifications

LS44 LS64
Width 5.25” (134mm) 7” (179mm)
Height 8.75” (221mm) 10” (255mm)
Depth 8.25” (210mm) 11” (280mm)
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Accessories

• Large Spike (LSLS) • Small Spike (LSSS) • Surface Mount (LSFM) • Tree Mount (LSTM)
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Related Products

• 8” Subwoofer (OSUB8) • 10” Subwoofer (SUB10) • 12” Subwoofer (SUB12) • Crown CDi Amplifiers


