
PLCV5 series
PLCV5 series of projector ceiling lift mechanisms is 
characterized by its low profile and its wide range 
of models, thus providing flexibility in installation 
and solutions of excellent utility in demanding 
applications.

Model PLC V5.1 PLC V5.2 PLC V5.3 PLC V5.4
Projector dimensions (WxD) ≤  470x440mm ≤ 420x440mm ≤ 555x596mm ≤ 580x707mm

Maximum load (projector+ceiling cover) 20kg 35kg

Lift dimensions (WxD) 635x440mm 526x440mm 690x596mm 720x850mm

Lift height
71 +proj.height (proj.depth <345mm       <470mm
105+proj.height (proj.depth >345mm       >470mm 85mm+proj.height

Lift weight ~19kg ~15kg ~30kg ~44kg

Standard drop distance 200mm 300mm 500mm

Optional extra drop distance (*) maximum 2 times of +200mm each
maximum 2 times 
of +300mm each

maximum 2 times 
of +500mm each

(*): Lift height increase at +42mm each time +40mm each time +46mm each time

Standard color of metallic parts RAL 9005 black

Optional RAL color selection up on request

Power supply wire control at 230VAC-50/60Hz

Optional controls RF remote control, dry contacts

Projector Ceiling Lifts

Technical details

products for projectors

*for projectors’ height >135mm

Easy to install, with high quality technical specifications and consistent with Unitech Systems’ 
philosophy for reliable and firm constructions, PLCV6 series is the ultimate solution for slim ceiling 
applications. 

PLCV6 series
The slimmest projector ceiling lift is a reality!

Required inner ceiling depth only 1.5cm  + projector height*!

Projector Ceiling Lifts

Model PLC V6.1

Projector dimensions (WxHxD) 530x645mm
Maximum load (projector+ceiling cover) 20kg
Lift dimensions (WxHxD) 787x854mm
Mounting area dinensions (W&D) in mm 482x430mm
Lift Height 1.5cm + projector height*
Standard drop distance 300mm
Projector sliding mounting tray P

Cable management system P

Standard color of metallic parts RAL 9005 black
Optional RAL color selection up on request
Power supply 230VAC-50/60Hz
Optional controls RF remote control, dry contacts

Technical details
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